
FIRE PUMP

DRIVEN BY THE

MAIN ENGINE

PRESSURISED AIR BOTTLE

REMOVABLE

EQUIPMENT

COMPARTMENT

HYDRAULIC PISTON

FOR LAUNCHING

RUDDER ROD

AXIS

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

BUOYANCY TANK

FUEL TANK

MAIN ENGINE

FUEL TANK

PRESSURISED AIR BOTTLE

x2 PRESSURISED AIR BOTTLE

REMOVABLE

BATTERY

COMPARTMENT

REMOVABLE

EQUIPMENT

COMPARTMENT

BUOYANCY TANK

BUOYANCY

TANK

BUOYANCY TANK BUOYANCY TANK

BUOYANCY TANK

BUOYANCY

TANK

BUOYANCY

TANK

HANDLING EYE PLATES

TOWING EYE

∅20mm

                FİBERGLAS SERBEST DÜŞME CAN FİLİKASI BD-FFT1

                   G.R.P. FREEFALL LIFEBOAT BD-FFT1

TİPİ TAM KAPALI SERBEST DÜŞME CAN FİLİKASI CİNSİ TANKER

TYPE TOTALLY ENCLOSED FREEFALL LIFEBOAT VERSION TANKER

BOYxENxYÜKSEKLİK 5.07x2.50x3.00 m EKİPMANLI BOŞ AĞIRLIK 2300 kg

LENGTHxBEAMxHEIGHT EMPTY WEIGHT WITH EQUIPMENT

KİŞİ KAPASİTESİ 16 TAM DOLU AĞIRLIK 3620.5 kg

PERSONS CAPACITY FULLY LOADED WEIGHT

SERİ NO MOTOR NO.

SERIAL NO. ENGINE NO.

MALZEME FIBERGLAS

MATERIAL G.R.P.

TİP ONAYI SERT. NO.

IMALAT TARİHİ

TYPE APP. CERT. NO.

DATE OF MANUFACTURE

TİP ONAYI SERT. TARİHİ

TYPE APP. CERT. DATE

BALDEN DENİZCİLİK SAN. TİC. LTD. ŞTİ.  (www. baldendenizcilik.com)

Address: Evliya Çelebi Mh., İstasyon Cad., Giptaş San. Sitesi, B Blok, No: 01-12-13-14, Tuzla, İstanbul, TÜRKİYE (TURKEY)

Tel-Fax: + 90 216 447 23 16
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MAIN PARTICULARS

Loa: 5.05m

Boa: 2.50m

HEIGHT: 3.00m

DRAUGHT: 0.775m

PASSENGER CAPACITY: 16 persons

SPEED: 6 knots

WEIGHTS (FULLY EQUIPPED

AND FUEL TANK FULL)

NO PASSENGERS: 2300kg

WITH PASSENGERS: 3620.5kg

GENERAL VIEW AND LAYOUT PLAN

BALDEN FREEFALL LIFEBOAT BD-FFT505

Bülent AYSUL

1 / 25 @ A1

Bülent AYSUL
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BALDEN DENİZCİLİK SAN. TİC. LTD. ŞTİ. 
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